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§ 101.39 Balloon position reports.
(a) Each person operating an un-

manned free balloon shall:
(1) Unless ATC requires otherwise,

monitor the course of the balloon and
record its position at least every two
hours; and

(2) Forward any balloon position re-
ports requested by ATC.

(b) One hour before beginning de-
scent, each person operating an un-
manned free balloon shall forward to
the nearest FAA ATC facility the fol-
lowing information regarding the bal-
loon:

(1) The current geographical position.
(2) The altitude.
(3) The forecast time of penetration

of 60,000 feet standard pressure altitude
(if applicable).

(4) The forecast trajectory for the
balance of the flight.

(5) The forecast time and location of
impact with the surface of the earth.

(c) If a balloon position report is not
recorded for any two-hour period of
flight, the person operating an un-
manned free balloon shall immediately
notify the nearest FAA ATC facility.
The notice shall include the last re-
corded position and any revision of the
forecast trajectory. The nearest FAA
ATC facility shall be notified imme-
diately when tracking of the balloon is
re-established.

(d) Each person operating an un-
manned free balloon shall notify the
nearest FAA ATC facility when the op-
eration is ended.
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Subpart A—General
§ 103.1 Applicability.

This part prescribes rules governing
the operation of ultralight vehicles in
the United States. For the purposes of
this part, an ultralight vehicle is a ve-
hicle that:

(a) Is used or intended to be used for
manned operation in the air by a single
occupant;

(b) Is used or intended to be used for
recreation or sport purposes only;

(c) Does not have any U.S. or foreign
airworthiness certificate; and

(d) If unpowered, weighs less than 155
pounds; or

(e) If powered:
(1) Weighs less than 254 pounds empty

weight, excluding floats and safety de-
vices which are intended for deploy-
ment in a potentially catastrophic sit-
uation;

(2) Has a fuel capacity not exceeding
5 U.S. gallons;

(3) Is not capable of more than 55
knots calibrated airspeed at full power
in level flight; and

(4) Has a power-off stall speed which
does not exceed 24 knots calibrated air-
speed.

§ 103.3 Inspection requirements.
(a) Any person operating an

ultralight vehicle under this part shall,
upon request, allow the Administrator,
or his designee, to inspect the vehicle
to determine the applicability of this
part.

(b) The pilot or operator of an
ultralight vehicle must, upon request
of the Administrator, furnish satisfac-
tory evidence that the vehicle is sub-
ject only to the provisions of this part.

§ 103.5 Waivers.
No person may conduct operations

that require a deviation from this part

VerDate 11-APR-97 08:15 Apr 14, 1997 Jkt 010199 PO 00000 Frm 00290 Fmt 8010 Sfmt 8010 E:\CFR\174038.063 174038


		Superintendent of Documents
	2010-10-28T17:57:37-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




